
| QUESTIONs |

If you have further questions, contact your Sales or Customer

Service Representative and we will be happy to provide you with

additional information.

| MONEYsavingTIP | $$$

>Be sure to convert all of your images to CMYK before

submitting them to us.<

| MONEYsavingTIP | $$$

>Because revisions submitted on a new disk starts the

production process over, it is more cost effective to allow our

Creative Prepress Department to make revisions in house.<

| MONEYsavingTIP | $$$

>For maximum value, all changes should be made prior to the

generation of plates.<
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| GRAPHICfiles |

Original image resolution should be 300 dpi and placed in the
document no larger than 125% to maintain high quality output. 

ACCEPTEDimageformats

EPS | TIFF | DCS2 | PDF

ACCEPTEDcolormodes

CMYK | Grayscale
Monotone | Duotone | Tritone

| OUTPUT&TRANSFERchecklist |

Once you
,
re ready to send your project to us for printing, be sure

to check the following:

• COLLECT all items used in your files [layout files, graphic

elements & fonts]. 

• LINKED graphics must have the same name as when
originally placed, be sure they are updated in the layout file
before final files are sent.

• FONTS need to be complete. All printer and screen fonts
used should be gathered into a fonts folder on your
transfer disk. 

• LASERS are very useful as a hard copy, as a mock-up for
folding and to show how a job backs up. 

• DIRECTORIES of your disk[s] should be included.

| FLIGHTcheck |

A report will be generated before your job is placed into
production. Items such as low res images, missing fonts and
incorrectly saved art files will be flagged. If any questions arise,
your Customer Service Representative will contact you to
resolve them.  

| PROOFINGprocedures |
Prior to running your job on press, we will provide you with a
proof for your final approval.

• B&W laserproof> Ideal for an initial first proof when
designing/redesigning or typesetting projects before color
proofs are generated. [Cannot be used for final proofing.]

• IMPOSITIONproof> A low resolution color proof that
has been trimmed and folded to become a working
mock-up of your final  piece.

• EPSONcontractproof> A high resolution color proof
used for evaluating the colors in your project. [Please note,
an accurate representation of extremely light or pastel
colors is limited.]

| PROOFreading |
Abbott Printing is proud to offer a 3-level quality control
process, however, the final review and approval of a project
remains the client s responsibility. Thank you for reviewing
your files thoroughly.

| CUSTOMERalterations |
Any changes a client requires once a job is in production will be
considered a CA and subject to an additional charge.

| DIGITALfileOPTIONS |
Your digital files can be transferred to us by the following options:

PREFERREDmedia 

Floppy Disk | Zip Disk | CD | DVD

ONLINE

Email | FTP site

[For FTP site access, please call for a user name & password]

| INTRODUCTION |
We know that your main concern is that the ideas you create will
be transformed into the printed piece you desire. It is our goal to
help you develop your files in a way that will make this transition
as effortless as possible. This guide has been prepared as a tool
for your design decision-making process and to provide you with
the necessary technical information regarding requirements for
the contents of your digital files. 

| PERFECTdimensions |
• HEIDELBERG8color Our Heidelberg 8-color perfecting

press allows us to print 4/4 or up to 8/0 in one pass. The
maximum sheet size is 20"x 29" with a maximum image
area of 19"x28".

• HEIDELBERGCD5color Our Heidelberg 5-color perfecting
press allows us to print 5/1 or up to 5/0 colors in one pass.
The maximum sheet size on this press is 23"x 29" with a
maximum image area of 22"x281/2". This press also allows
us to print up to 30 point board. 

| LAYOUT&GRAPHICapplications |
Many applications are available for design, but only a handful
are capable of translating accurately to high-end output devices. 

ACCEPTEDapplications

INDESIGN | Mac & PC

PHOTOSHOP | Mac & PC

ILLUSTRATOR | Mac & PC

PAGEMAKER | Mac & PC

QUARKXpress | Mac & PC

CORELdraw | PC Only

| FONTs |
Whether you ve used Type 1, True Type or Open Type Face,
fonts need to accompany the job. [Remember, if you ve used
Type 1 fonts, make sure to include both the printer and the
screen fonts.]

| y o u r  g u i d e  t o  f i l e  r e q u i r e m e n t s  f o r  a b b o t t  p r i n t i n g  c o . |


